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Product Information

EXHAUSTO

Box Ventilator BESB

Description

The EXHAUSTO BESB Box Ventilator is a high-
efficiency ventilator with a backward curved centrifugal
impelier. The BESB is completely insulated to reduce
noise and condensation. The BESB is used in both
intake and exhaust applications

The fan is designed to exhaust lint-laden air from
single or muttiple type | and type Il residential and
commercial clothes dryers, exhaust commerical hoods,
or to provide make-up air for laundry or mechanical
rooms.

The BESB Box Ventilator is a component in the MCAS

Modulating Combustion Air System™ and MDVS
Mechanical Dryer Venting System™.

Material

The ventilator housing is galvanized steel, while the
impeller is cast aluminum. The design is Type B, Spark
Resistant Construction. A service door is provided to
allow easy access to the motor and impeller.
Impelier is cast aluminum and balanced with
permanently attached lead balancing weights.

Motor

The BESB is equipped with an energy-efficient, totally
enclosed, variable speed motor (TEFC). Commercial
grade, 1 or 3-phase motor, Class A insulated, IP54
Protection Class. Sealed ball bearings. Thermal
overload protection, :

Standard Equipment
Slip connections with silicone seals.
Junction Box

Accessories

EBC 30 Modulating Pressure Control
Variable Frequency Drive, VFD
Flexible connections, FLF

Specifications are subject to change without notice.

Listings

UL705, Standard for Power Venrtilators with special
consideration for venting lint-laden air from single or
multiplé dryers and CSA 22.2 No. 113, Standard for
Fans and Ventilators.

Component in an ETL Listed MCAS System
Component in an ETL Listed MDVS System

CE compliant

Manufactured at ISO8001 certified plant |
Complies with and meets Type B, Spark Resistant
Construction per AMCA standard 99-0401 classifications
of Spark Resistant Construction.
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3902010 03.07 Product Information
Specifications
Madel BESB 260 | BESB 315 | BESB 400 || BESB 500
Fan Type Centrifugal Impeller (B-Whee|)
Motor Type TEFC
Valtage VAC %120 3 % 200-240/3x44(-480
Amperage Amps 5.8 261.9 5529 7.8/41
Motor Output HP 0.5 1 2 3
kw - 0.35 0.75 1.5 | 2.2
RPM 1600 1720 -]
Weight Ibs 110 126 167 227
ka 50 57 76 103
Duct E in 10 12 16 20
Connection mm 250 315 400 500
Dimensions A in 30.91 30.91 35.24 38.08
mm 785 785 885 530
B in 24.61 26,57 30,51 33.86
mm 625 675 775 860
c in 12.80 13.98 15.35 16,73
mm 325 355 380 425
D in 7.68 7.68 10.24 12.20
mm 195 185 260 310
G in 31.50 31.50 31,50 3348
mm 800 800 800 ano !
H in 13.78 15,18 17.32 10l08
mm 350 285 440 485
J in 18.90 17.91 2067 22/83
mm 480 455 525 580
K __in 7.28 8.08 9.84 1181
mm 185 205 250 ado
L in 4.92 402 4.92 669
mm 125 125 125 170
)] in 2.36 3.15 315 238
mm 60 80 80 60
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Tag Data - Heating Coils .(Qty: 2)

| ltem _915) Qty |Description Model Number
Al HC-01 1 HC-01 D5WB30036--AA156EA-AOAA
A2 HC-02 1 HC-02 DSWB30036--AA156FEA-AQAB
Product Data - Heating Coils
-All Units
Drainable at header |
SW coil 5/8" full row serpentine |
Heating coil
Galvanized steel casing (Std] i
1 row : |
. 30" (762 mm) coil height \
36" (914 mm) finned length ;
Aluminum fins .
Prima-flo H (Hi efficient) }
156 fins per foot I
-020 (0.508 mm) std copper tubes |
AR rated and certrffed , |
| -
item: A1 Qty: 1 Tag(s): Hc-m §
Right hand supply |
ltem: A2 Qty: 1 Tag(s): HC-G_Q
Left hand supply
Performance Data - Heating Coils _
Tags HC-01, HC-
02 -
Leaving dry bulb (F) 75.52
Fouling factor (hr-sq ft-deg F/Btu) }0.00050
Fluid type Water
| Actual airflow (cfm) 5800 i
Entering dry bulb (F) 0.00 l
Entering fiuid temp (F) 240.00 '
Total capacity (MBh) 475.00
| Standard fluid flow rate (gpm) 32.00
Volume (gal 1.65
Fluid temp drop (F) 29.39
APD (in H20) 0.29
Max air PD (in H20)- 0.50
‘| Fluid PD (ft H20) 4.57
Facs velocity (f/min) 773.33
Leaving fluid temp (F) 210.61
Fluid velocity (f#/sec) 3.54
Actual coil face area (sq ft) 7.50
Installed weight (Ib) . 65.7
Higging weight {Ib) 52.0
System type Hot Water
Solution number (Each) 1.00
Reynolds number (Each) 64859.01
.i
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